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The installation of Kit #0120-0495 provides the MEA-1500 with the Amps/Vacuum 
Option and is only available as a Field Installation item. 


PARTS LIST -—-—---—-----—------—__----—_-__________-—__- +--+ __------- + 

QTY PART NUMBER DESCRIPTION 

1 7001-0605 Amps/Vacuum, C.C.A. 

5 0403-1341-06 Screws, 6-32 by 3/8" Hex 

1 7076-0514 Wiring Harness, Amps/Vacuum, W10 
1 7076-0515 Wiring Harness, Amps/Power, W15 
l 7076-0516 Wiring Harness, Amps Input, W20 
40" 0669-0229 Hose, Vacuum 3/16" I.D. 

1 2209-0002 Nipple, Hose 

2 0409-0029 Nut, Hex 3/8" 

2 0603-0010 Washer, Lock, Ext. 3/8" 

8 5878-0015 Wire Ties 

l 6006-0007 Hose Assembly, Vacuum 

1 6005-0133-01 Test Lead Assembly, Current 

1 2894-0501 Tee Assembly, Hose 

1 0669-0623 Hose Rubber, 6" 

\ 0669-07 33 Hose Rubber, 6” 

1 0669-07 34 Hose Rubber, 6" 

2 0400-0025 Washer, Fiber 

1 1243-0800-04 


REQUIRED TOOLS - 


FLAT SCREWDRIVER 
1/4" SOCKET SET 


a a er a ne 


Identification Plate 


PHILLIPS SCREWDRIVER 
NUT DRIVER SET 


INSTALLATION PROCEDURE --—-------------—~-------------------~-—~-_--_--_____ 


1. Turn the tester power "OFF" and unplug from the A.C. outlet. 


2. Remove the two front panel screws holding the C.C.A. "drawer" in place and 


pull out the drawer. 


3. Remove the rear panel by removing all the test leads from the input board 
on the rear of the tester and remove the nine screws securing the rear 


panel. 


4. Remove the two screws holding the Power Supply "drawer" (located in the 
lower right hand side of the tester as viewed from the rear) in place and 
pull it open. 
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CHECKOUT PROCEDURE ——-———— 
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As you are facing the front of the tester, mount the Amps/Vac board 
(p/n 7001-0605) to the right hand side of the Volt/Ohm/Mag board 


(p/n 7001-0606), with the Cal Pots to 
using the provided hardware. CAUTION: 


provided, on both sides of the C.C.A.' 


the front, and secure into place 
Place one of the Fiber Washers 
s center mounting hole. 


Failure to do so could result in shorting of the Board to chassis GRP. 


Remove the wiring harness marked P301 


on one end of the harness (W100) from 


the parts package and connect P301 to J301 on the Amps/Vac Board and P110 
to JilO on the Digital Electronics Board. 


Remove the wiring harness marked P303 
the parts package and connect P303 to 


on one end of the harness (W15) from 
J303 on the Amps/Vac Board. Route 


W15 to the rear of the €.C.A. drawer and down to the Power Supply Shelf 


and connect P603 to J603 on the Power 
Remove the wiring harness marked P302 
the parts package and connect P302 to 
W20 up to the Input Board and connect 


Remove the black plug, located on the 


Supply Assy. 

on one end of the harness (W20) from 
J302 on the Amps/Vac Board. Route 
P402 to J402 on the Input Board. 


Input Board mounting bracket. Place 


one of the 3/8" lock washers and one of the 3/8" hex nuts supplied, over 
the nipple and insert the larger end of the nipple through the hole from 
the inside. Install and tighten the 3/8" washer and hex nut supplied. 


Connect the supplied clear Vacuum Hose (p/n 0669-0229) to the vacuum 
transducer on the board and route it through the tester along the digital 
side of tne tester and up to the Input Board at the rear of the tester. DO 
NOT cut the hose to length. Connect the hose over the vacuum nipple. 


Position the vacuum hose and wiring/ribbon harnesses to the rear of the 
main C.C.A. drawer and then to the out sides of the tester allowing enough 
slack so the drawers open and ¢lose with no binding or pulling and secure 
them with cable straps and ties provided. 


Turn switch number 5 of SWl located on the Digital Electronics Board (p/n 
7001-0604) to the "ON" position to activate the Amps/Vac option. 

Push in both drawers and re-install the hold down screws. Then re-install 
the rear panel and hook up the leads. 


Remove the Vacuum Hose Assembly (p/n 6006-0007) and the Current Tester 
Lead Assembly (p/n 6005-0133-01) from the parts package and install them 
on the tester. 


Affix the provided Option Kit Identification Plate to the MEA-1500 next 
to its Serial Plate or any other Option Kit I.D. Plate already present 
at that location. NOTE: Make sure the surface is clean and free of dirt! 


Refer to Chapter 8 of the MEA-1500 Service Manual for the complete 
checkout and calibration procedure. 
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